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Newbuilding No. 46 & 47 from Myklebust Verft AS 
Design UT 734 N 
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GENERAL 
Multifunctional Anchor Handling/Tug/Supply and Service 
Vessel of type UT-design 734 N. Besides undertaking normal 
supply duties between land base and drilling sites, the vessel 
is equipped for following duties: 

·  Anchor handling 
·  Towing 
·  Recovered oil reception and transportation 
·  Fi-Fi operations (Fi-Fi 1 class) 
·  DP-operations 
·  Rescue operations, arranged for 150 persons 

The vessels are constructed with double bottom and wing 
tanks and equipped with UT type passive stabilising system. 
Further, two propellers in fixed nozzles, two side thrusters 
forward, one side thruster aft (with space available for later 
installation of second aft thruster) and two flap rudders to be 
arranged.  
 
Owner – Augusta Offshore SpA, Napoli, Italy 
Builder – Myklebust Verft AS, Gursken, Norway 
Design – UT 734 N, Rolls-Royce Marine, Ulsteinvik, Norway 
 
CLASSIFICATION  
RINA C, + HULL, + MACH, AUT-UMS, Tug, Supply Vessel, 
DYNAPOS AM/AT, Fire fighting Ship 1, water spray, Oil 
Recovery Ship. 
 
MAIN DIMENSIONS 
Length over all 68,90 m 
Length between p.p. 60,45 m 
Breadth moulded 16,80 m 
Depth to main deck 7,20 m 
Design draft 5,00 m 
Max. draft 6,15 m 
Scantling 6,25 m 
Speed, d=5,0 15 knots 
Bollard pull 135 tonnes 
 
CAPACITIES 
Ballast/Drillwater 1000 m3  
Fresh water 700 m3 
Fuel oil, incl. overflow tank 750 m3 

Fuel oil domestic incl. day/settl. 200 m3 
Liquid mud (s.q. 2,5, 6 tanks) 515 m3 

Liquid brine (s.q. 2,5, 6 tanks) 515 m3 
Base oil (comb. With fuel) 190 m3 

Dry bulk cargo - 4 x 62 m3 248 m3 

Oil recovery tanks 580 m3 
Dispersant 10 m3 

Rig chain lockers 
- incl. in BW/DW capacity 220 m3 

Deck cargo (G=1,00 ab. Deck) 1000 t 
Dead weight, d=5,00 1300 t 
Dead weight, d=6,15 2450 t 
Gross tonnage international 2650 GRT 

 
LIFESAVING & PROTECTION 
MOB-boat, single point davit Norsafe AS / Midget 530 
 
CARGO CONTROL SYSTEM 
Pump and valve control system for cargo control as a part of 
the integrated automation system (UMAS). 

PROPULSION & MANOUEVRING 
Diesel engine – “father & son” 
- Bergen C25:33L6P 2 x 1800 kW at 900 RPM 
- Bergen C25:33L8P 2 x 2400 kW at 900 RPM 
- Total 8400 kW (11430 BHP) 
CP-propeller, in nozzle 2 x 4 blades, 3700 mm 
Reduction gear 
- Twin input/single output 2 x 900/146 RPM 
- PTO for shaft generator 2  x 2400 kVA at 1800 RPM  
Side thruster, forward 2 x 660 kW, TT 1650-V 
Side thruster, aft 660 kW, TT 1650-V 
 
GENERATORS 
- Generator sets from Volvo                       2 x 438 kVA 
- Harbour/Emergency gen. from Volvo 219 kVA 
- Shaft generators - Scandinavian Electric    2 x 2400 kVA 
 
  All generators: 60 Hz, 1800 RPM 
  
NAVIGATION & ELECTRONICS 
RRM PosCon Joystick system, Kongsberg-Simrad SDP11 
DP system, two radars (3/10 cm), DGPS, chart plotter (C-
Map), Gyro compasses, Autopilot, compass, Echo-sounder, 
log, video surveillance and AIS.  
 
COMMUNICATION 
Radio plant, lifeboat radios, satellite communication 
(standard C, Inmarsat Fleet 77), VHF, UHF, calling, 
command and telephone system. 
 
ALARM and MONITORING 
UMAS integrated automation system for control and 
monitoring of ship equipment and machinery. 
 
DECK MACHINERY 
Comb. Windlass/moor. Winch BFMG 41-40 
Chain stoppers 2 x NP3 Roller type 
Capstans 2 x CX2210 
Towing equipment 
- tugger winches 2 x AKM4115 
- wire store reel ALM 2230 U 
- wire rope reel ALM 2230 U 
- towing and anchorh. Winch BSL350W/SL250W 
-- brake holding load, towing 450 tonnes 1st layer 
-- brake holding load, anchor 450 tonnes 1st layer 
Remote control system BRATTVAAG 
Stern roller 500 t SWL, 5000 x 3000 mm 
Towing pins 2 x 250 t SWL 
Shark jaws 2 x 500 t SWL 
Pop-up pins 2 x 95 t SWL 
Deck-/provision crane 3,0 t SWL at 16 m 
  
Fi-Fi 
- Pump (2 x 900 kW) 2 x 1600 m3/hour 
- Monitor 2 x 1200 m3/hour 
- Fixed water spraying system 
 
ACCOMMODATION 
Capacity 27 persons 
- 1 man cabins 12 
- 2 men cabins 3 
- 4 men cabins 2 
Laundry with linen, treatment room, reception/change room, 
mess room, day room, galley, provision rooms, stores and 
office. 

 
 


