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Newbuilding No. 48, 49 & 52 from Myklebust Verft AS 
Design VS 794 CGV 
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GENERAL 
Ice strengthened multi-purpose ship with hybrid propulsion for 
the Norwegian Coast Guard. The propulsion consist of a 
conventional CP propeller in nozzle driven either mechanically 
from the main engine, gas electric by the combined el-
motor/shaft generator driven by the gensets or by a hybrid 
configuration where both systems is active at the same time. 
The hull have a bulbous bow, double shell with double bottom 
and side tanks. One roll reduction tank on C-deck. 
 
Owner – Remøy Management AS, Fosnavåg, Norway 
Builder – Myklebust Verft AS, Gursken, Norway 
Design – VS 794 CGV, Vik-Sandvik AS, Fitjar, Norway 
Hull – Severnav Shipyard, Romania 
 
CLASSIFICATION 
+1A1, Ice C, Tug, E0, Fi-Fi I, Oil recovery, Clean, Dynpos Aut, 
Gas Fuelled 
 
MAIN DIMENSIONS 
Length over all 93,00 m 
Length between p.p. 82,40 m 
Breadth moulded 16,60 m 
Depth to 1st deck 8,60 m 
Freee sailing draft 28,00 m 
Speed, gas electric 15 knots 
Speed, mechanically 18 knots 
Speed, hybrid 20 knots 
Bollard pull 100 tonnes 
Gross tonnage, approx 3100 
 
CAPACITIES 
Deadweight, T=6,20 m approx 2100 tonnes 
Fuel oil 411 m3 
LNG (one tank) 220 m3 
Fresh water 363 m3 
Water ballast 2005 m3 
Lub oil 24 m3 
Sewage 29 m3 
Slope 29 m3 
Oil recovery tanks 1015 m3 
Cargo hold 170 m3 
 
ACCOMMODATION 
Capacity 40 persons 
- 1 man cabins 2 
- 1 man cabins with extra bed 9 
- 2 men cabins 10 
 
Facilities in general: Deck office, wet change room, wardrobe, 
conference room, gym, laundry, hospital, dayrooms, mess, 
ship office, project office, crypto room, operation room, rescue 
room and stores.  
 
LIFESAVING & PROTECTION 
MOB-boat Two 
Single point davit Two 
Life rafts Three inflatable, port and 

starboard, launching racks 

PROPULSION & MANOUEVRING 
Diesel engine 4 000 kW at 720 RPM 
Electric propulsion motor 2 500 kW at 1200 RPM 
CP-propeller 4 blades, 4000 mm 
Reduction gear Gear box with one PTI (for 

el. Prop. Motor)  
Side thruster, forward 736 kW FP, diam 1750 mm 
Side thruster, aft 736 kW FP, diam 1750 mm 
Azimuth thruster, forward 883 kW CP 
Rudder Spade rudder with flap 
Steering gear Gear with two el. hydraulic 

pumps 
 
GENERATORS 
Gas fuelled generator set  
- 3 sets, each 865 kW, 50Hz, 1500 rpm 
- 1 set 642 kW, 50Hz, 1500 rpm 
Diesel generator set 400 kW, 50Hz, 1500 rpm 
Emergency aggregate 100 kW, 50Hz, 1500 rpm 
Shaft generator 1000 kW, 50Hz, 1500 rpm

  
NAVIGATION & ELECTRONICS 
DP-system, two radars (3/10 cm) DGPS, AIS, ISPS, VDR, 
Gyro compasses, DGPS Gyro, Autopilot, Magnet compass, 
Echo sounder, Speed log, Clinometers and closed circuit TV 
system, electronic chart system. 
  
COMMUNICATION 
Radio plant/GMDSS, lifeboat radios, EPIRB, radar 
transponders, satellite communication (portable, V-sat and 
TV-sat), data network and computers), MF/HF, VHF, UHF, 
calling, command and telephone system. 
 
ALARM and MONITORING 
Machinery alarms, monitoring and control system, power 
management system and integrated automation system. 
 
DECK MACHINERY 
Deck crane 8,0 t SWL at 6 m 
 3,5 t SWL at 17,3 m 
Provision crane 1,5 t SWL at 10 m 
Anchor Two stock anchors 
Windlasses  Two hydraulic driven 
Tugger winch One min. 15 t hydraulic 

driven 
Working drum One min. 25 t hyraulic driven 
Drum for emergency tow. Min. 2000 m Kevlar/Dextron 

+ towing spring 
Towing pins Two sets,  up to 120 t 
Shark yaw One Shark yaw, 120 t 
Towing winch One hydraulic driven 
- pulling force Min. 70 t 
- break capacity Min. 250 t 
 
FiFi 
- Pump 2800 m3/hour, 16 bar 
- Monitors (C-deck) 2 x 1200 m3, 12 bar 
- Fixed water spraying system  10 liters/min/m2 

 
 


